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• A wide range of surface finishes, colours and hole 
patterns available 

 
• Low maintenance and easy to clean wooden panels. 
 
• Engineered with high quality materials. 

Surface Finish Core Soundtex  
Acoustic  
Felt on  

the back 

Insulation 

Natural Wood Veneers: Sapelli, Walnut, Mahogony, Cherry, 
Zebrano, Beech, Oak, Ash, Maple, Anigre. 
 
Decorative Laminate Range: Dark Oak, Dark Cherry, Aged 
Walnut, Walnut, Cherry, Light Oak, White Oak, Argent. 
 
Paint Finish: RAL colour range. 

ECOBoard/  
Standard E0 

MDF/ 
Fire Rated MDF 

Yes Optional 

Nominal Panel  
Weight 

 
(kg/m²) 

C-T-C 
Distance 

Horizontal 
(mm) 

C-T-C 
Distance 
Vertical 

(mm) 

Open Area % Slot Width Slot Length 

9.0 24.0 100.0 6.0 100.0 28.5 

Panel  
Thickness 

(mm) 

Panel  
Width 
(mm) 

Panel  
Length 
(mm) 

NRC 
E400  

Mounting 

 
Edge Profile 

16/18 600/1200 
Custom sizes 

available 

600/1200/2400 0.70 Square edge,  
Tongue and Groove 

Matching to face 


